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How to Maintain  

CERAMIC TILE FLOORS SEALED  
WITH MASTERPIECE  

Issued: 14/4/19 
Products To use:  

• MASTERPIECE  

• FLORPREP  
 
Equipment:  

• Wet Floor Sign Fringe Mop  

• Wringer Bucket - or -  

• Bucket Mop Broom/Dustpan  

• Nylon Deck Scrubber  
- or -  

• Nylon Machine Brush  

•  
For: Ceramic tile surfaces  
Important Note: This procedure only applies to ceramic tiles which are porous enough for the sealer to penetrate and 
form a strong bond. It is not suitable for non-porous tiles. To test this, apply MASTERPIECE sealer to one tile after 
cleaning. Let dry, then stick a piece of packaging tape across the sealed section, keeping one end loose. Press the 
tape down, then rip it off. If the sealer comes off, the tile is not suitable to be sealed.  
PROCEDURE: 
Daily:  

1. Sweep the floor to remove dust and litter. This can be done with broom and dustpan or a fringe-mop (which is 
more suitable for large areas). Scrape up any labels or chewing gum from the floor.  

2. Put up “Wet Floor” signs.  

3. Mop the floor with AUTOSCRUB DETERGENT diluted as follows:  

a. Dilution rate = 1 in 60 (This is : 170mls or 2/3 cup per 10L of water (1 bucket full)).  

4. Dip the mop in this solution and wring out until wet but not dripping.  
5. Move the mop over the floor, starting at the far corner of the room and working towards the door, covering all 

areas evenly.  
6. If the mop becomes loaded with soil, dip it back into the detergent in the bucket and wring it out. Continue 

mopping.  

7. If the detergent solution becomes dirty, tip it out and make a fresh solution. Do not mop the floor with dirty 
water.  

Every 2 or 3 weeks:  
The floor should be scrubbed with a nylon deck-scrubber or a nylon machine brush using AUTOSCRUB at 1 
in 60. This is necessary to remove soilage from the grout lines where it tends to accumulate. Rinse with clean 
water and allow to dry. Resume Daily Maintenance.  
 

Every 6 months: (or when required)  
The floor should be re-coated whenever the traffic has worn the shine off the centre of the walkways. This is also the 
correct process for applying sealer in cases where a spillage may have attacked or removed the MASTERPIECE.  
 

1. Sweep up dust and litter from the floor.  

2. Scrub the floor with FLORPREP at 1 in 30 using blue pads. This is to cut back the floor and give it an extra-
deep clean in preparation for laying more sealer.  

3. Apply one coat of MASTERPIECE (if using fringe mop method) or two coats (if using a bucket mop). Don’t 
apply the sealer any closer than 30cm from the edges – doing so will cause build ups along the edging.  

4. Allow to dry. Next day, resume Daily Maintenance.  
 
Every 2 Years:  

Strip the floor and re-apply the film using MASTERPEIECE. The decision to strip the floor is usually made 

when the film is discoloured (brown or grey and patchy looking) and the shine is worn out or scratched 

deeply. If the floor is maintained well and kept very clean, it may be possible to extend the period between 

strips to a full 2 years. 
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