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What is Timbertech?
TIMBERTECH is a premium quality sealer finish for timber
floors. The superior polyurethane plastic polymers in
TIMBERTECH impart extreme toughness and high gloss, making
it  the product of choice for heavy-traffic floors. TIMBERTECH is
water-based and contains no turpentine solvents.

Environment
TIMBERTECH conforms with all statutory
environmental requirements.  It is based on safe
ingredients selected to perform efficiently so there are

no waste or damage. TIMBERTECH is free from turpentine
solvents. Containers are recycled wherever possible.

Main Benefits
 TIMBERTECH dries to a tough, clear coating that seals the

wood against spillages, water contact and abrasive foot traffic.

 TIMBERTECH is a low-odour, easy-to-apply product.
 TIMBERTECH enriches the colour of the timber.

 TIMBERTECH is excellent for timber floors in gymnasia,
classrooms, halls, hotels, offices, restaurants & private homes.

 TIMBERTECH may be applied to tongue-and-groove
timber, floating timber and cork floors.

How does it work?
TIMBERTECH seals and finishes all types of indoor wood and
cork floors to provide a glossy, protective finish. It seals the
wood and protects the floor from any further water contact.

For use on…
The premium polyurethane polymers in TIMBERTECH make it
a very tough, resilient hard-wearing finish, ideal for gymnasium
floors and also for high-traffic multipurpose halls. Films of
TIMBERTECH have a high scuff-resistance and high chemical
resistance.

Drying Time
Drying time will vary with atmospheric conditions. Higher
humidity or lower temperatures will slow the drying, but in
normal conditions a coat will dry within 1 to 2 hours after
application.
TIMBERTECH should not be applied to very cold floors (below
9oC). If this is unavoidable, lay the coats thinly and allow extra

Technical Data
Properties

COLOUR – Milky, opaque tan-coloured liquid.
ODOUR – Practically odourless.
pH = 8 - 9

WASH UP – Water
COVERAGE – 1st coat (new and freshly sanded
floor) : 12-16 sq. metres per litre
2nd coat: 18-22 sq. metres per litre.

Composition
TIMBERTECH is a premium blend of polyurethane polymers,
acrylic resins, polyethylene waxes and emulsifiers in an
aqueous medium.

Quality
The design, manufacture and supply of all Agar chemical products
is controlled by the Agar Quality Management System which is
registered and externally audited by SAI Global as complying with
the requirements of AS/NZS ISO 9001:2000 “Quality
Management Systems – Requirements”.

First Certified: 30 April 1996

SAI Certificate No.: QEC7358

Application
A.  NEW OR FULLY-SANDED BARE FLOORS
1. Prepare the surface
Sand the floor until level, smooth and uniform. All sanding dust
must be removed before applying the TIMBERTECH. To do
this, sweep or vacuum the floor to collect the bulk of the dust.
Next remove remaining traces of dust with a ‘tack rag’. For this
you can use a clean cloth towel wet with water and draped
over a broom. This moist rag must be wiped over the floor to
collect the dust. It must be rotated regularly so a fresh surface
is exposed to retain the dust. Each 50 sq. metres, change the
towel or wash it in clean water; continue until the whole floor
has been wiped and is dust-free, then allow it to dry.

2. Apply the sealer
Apply 4 or 5 coats to a new or fully sanded floor. Pour the
TIMBERTECH into an applicator tray, dip the lambswool
applicator into the sealer until fully wet, then drag the
applicator along the floor in the direction of the grain.time for them to dry.
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Use a smooth, even action and avoid agitating or aerating the
product. Give the floor an even, complete coverage so there
is no streaking and no dry patches, but do not puddle the
sealer either.

Large gymnasium floors:
1. Tape off or lock all doors except your exit to prevent

public access.
2. Shake the applicator and pull off any loose fibres.

3. Pour TIMBERTECH into a clean plastic watering can,
being careful not to splash it on the floor. (It is a good
idea to do this on a large piece of cardboard that can be
moved across the unsealed areas).

4. Go to the corner of the gym furthest from your exit
door. Pour a small pool of TIMBERTECH on the floor
and pass the applicator through this to saturate the pad.

5. Pour a line of TIMBERTECH, about 100mm wide, onto
the floor about 30cm from the wall, while your assistant
pulls the applicator through the TIMBERTECH,
spreading it evenly. Continue to the end of the wall, then
turn and come back with a  new strip that overlaps the
first strip by 150mm. Keep the applicator at a slight angle
so any excess sealer runs off towards the un-sealed part
of the floor.

6. Try to avoid allowing a pool of sealer to build up in front
of the applicator.

7. At the turns, be careful to leave no gaps, to avoid
puddles and to avoid agitation that makes bubbles.

8. Walk at a slow pace with the applicator and pour down
less sealer as you approach the wall.

9. Refill the watering can as needed, using the cardboard
under it to protect the floor from splashes.

10. When the first coat is laid, stow the applicator inside a
large plastic bag and tie it up so it is air-tight. It will be
ready for use to lay the second coat in 1 or 2 hours time.

11. Do not pour any unused TIMBERTECH back into the
drum, as it may contaminate the product.

3. Sand lightly
The first coat will raise the grain of the wood and leave the
surface a little rough. It should be sanded with a used 100 grit
sandscreen disc once the first coat has dried (1 to 2 hours
after application). Then the dust needs to be swept or
vacuumed up and the floor should be tack-ragged again.

Always wait until the previous coat is fully dry before applying
the next coat.

It is not necessary to sand the floor again (unless more than 24
hours has elapsed since the previous coat was laid) – apply the
remaining 3 or 4 coats and allow to dry.

The film will cure to maximum hardness over the next few
days.

B.  RECOATING PREVIOUSLY SEALED FLOORS
1. Prepare the surface
Remove all dirt, oil and spillages by scrubbing with a solution
of pH7 Detergent. All waxes and acrylic polishes should be
stripped using ULTRASTRIP.

Allow the floor to dry.
It is necessary to lightly sand the floor with a 100 grit
sandscreen disc under a slow speed buffing machine. Replace
the sandscreen disc every 40 to 50 sq. metres so it cuts the
floor properly all over. If the floor is not sanded properly, the
new coating of TIMBERTECH may not bond properly and
may flake off the floor. TIMBERTECH should not be applied
to floors sealed with strippable acrylic sealers or wax polishes.
It pays to check what products are on the floor. If in doubt,
sand the floor back completely to bare wood (if there is
sufficient wood thickness available).

Remove all dust by vacuuming then tack-ragging with a damp
towel.

2. Apply the sealer
When the floor is dry, apply 2 coats of TIMBERTECH, leaving
the first coat for 1-2 hours to dry before laying the second
coat. (Apply the TIMBERTECH as described above for new
floors).

C.  CLEAN UP
The applicator must not be allowed to dry out. Remove the
lambswool from the handle and soak it in water while waiting
for coats to dry. Upon completion of the job, wash the
applicator in cold soapy water until all sealer is removed.
Rinse and hang it up to dry.

D.  ALLOW THE FLOOR TO CURE
Before allowing heavy traffic to use the floor, give it 24 hours
to cure from the time the last coat was laid.


